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6 LD-PLUS 1 HIGH SPEED 
LEAK DETECTOR 
WITH AUTO TUNING & SELF TEST 
 

0-6LITRE & 0-10LITRE 
 
The 6LD-PLUS is the FLAGSHIP of our range and is at 
the very leading of leak detection in the world.  

The unit can test small containers at up to 9500 BPH and 
also medium size containers at fast rates. With the 
addition of our NEW FEED CONTROL via a vacuum 
conveyor option we can extend this test rate to beyond 
11,000 BPH. At these rates we are finding holes 0.17 
mm in size. With more time this unit can find far 
smaller holes.  

The unit is offered as a whole package with enhanced software for AUTO TUNING and Self Test. 

AUTO TUNING allows an operator with very little skill to setup a machine and test fast.  

The operator has only to set up the overlap of the head seal and the stopping position on the conveyor 
and we have created new software that makes setup a breeze. 

The rest is left up to AUTO TUNING to ensure the small holes are detected and ejected. The machine 
works out the test pressure, test time and pass threshold by itself. Plus it keeps monitoring as factors 
change across the day. 

Second tier guide rails and transition units can be added for handling more unstable bottles. 

The PLUS1 also can be supplied with more heads for higher test rates. The linear multi-head version 
gives best results on 2-6L bottles. FEED CONTROL option substantially improves the through put of 
multi leak testers. 

We also offer this unit with travelling heads and vacuum conveyors for super high test rates on smaller 
volumes. 

Such is the speed of these travelling head units that they negate the need for most rotary leak testers. A 
3 head on a 150-200 ml bottle can test at 20,000 bottles per hour and a 1 litre at 9000+ per hour. More 
heads can give higher outputs. 

The 6ld-Plus1 is not only fast but very accurate and consistent which is a rare combination. 

6LD-PLUS1 OPTIMAL PERFORMANCE AT A LOW PRICE.   
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FEATURES OF THE 6LD-PLUS1����
� Faster  CLOSED LOOP Charge to 

pressure system for up > 9500 
TESTS/HOUR ON A SINGLE 
HEAD.  

� 0.1 - 6 LITRES (95 MM CHAIN) 
OR  10 LITRES (114 MM CHAIN). 

� Real time pressure display. 
� Integrated 5 digit Pass and Fail 

counter. 
� Made from a rigid ALUMINIUM 

PROFILE SYSTEM. 
� Special test head cylinder for 

improved test head sealing with 
fine adjustment. 

� SIMPLE SET UP. 
� Spare I/O for options. 
� RS 485 equipped for linking to a 

PC or Man Machine Interface. 
� For future production reporting 

software. 
� Menu system that allows options to 

be easily enabled or disabled. The 
whole control has been designed 
for future upgrading and for the 
retrofitting of options. 

� TEST  RESOLUTION TO 0.1 kPA, 
WITH A SAMPLING RATE  1500 
SCAN/SEC. 

���� NEW BOTTLE PER HOUR DISPLAY 

 
 
 
 
 
 
 
 
 

SPECIFICATION & MACHINE 
DIMENSIONS 
� 800 mm (32 inch ) long conveyor 

or made to your specification.  
� 550 -1130 mm ( 24-44 in.) Height 

or yo your spec. 
� Width 600 mm (24 inch), Height 

1700 mm (67 in.) 
CONTAINER DIMENSIONS 
� Height: 500 mm (20in), Width 120 

or 160 mm (4.7 or 6.3 in), Length: 
300 mm (12 in). 

� Neck : Up to 70 mm (2.7 in) 
� Diameter 120/160 MM 
OPTIONS 
���� SELF TEST (Auto & Manual) 

Recharges the bottle and simulates 
a faulty bottle, also a brilliant setup 
and teaching tool. 

� Batch counter with pre-alarm  

���� BOX DIVERTER. 
���� COLLATION TABLES 
� Small bottle kit with air eject for bottle 

to 20 ml. 
� 90 degree conveyors, custom lengths. 
� Extra large useful castors with brakes 

and integrated levelling 
� Fallen bottle detection and rejection. 
� Neck Inclusion testing - PLUG & PLAY 

- Software standard on basic machine. 
� Powered outfeed vertical conveyors 

for feeding lightweight bottles into 
labellers. 

� Upstream and downstream conveyors.  
� Electrical or head and conveyor height 

adjustment. Angled neck  

� Vacuum Conveyors 
� Multiple heads 
���� Travelling heads. 
���� ANY OPTION YOU WISH TO 

DISCUSS THAT IS FEASIBLE. 
OTHER MODELS 
���� 30,60,100 & 200 LITRE DRUM 

TESTERS,  
���� Manual or auto with conveyors 

���� Drum Orientation 

���� Twin Neck Test head 

���� Technical 
Part Tester 
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Your nearest Distributor is:- 


